ARVIA

A Brighter Future

Arvia Flip Touch

Touch Screen Digital Signage with Stand

10 points Screen Touch

__________________________ Precise Touch
| Milisecond fast response

90° 18cm

Clockwise rotation Up and down lifting

C

-15° ~15° -5°~20°
Leftand Right Turning Forward tilt- Lean back




Rotate, Swivel, Tilt, Adjust Comfortable Visual Effect

180°rotation, 130° swivel. 50° tilt and 20cm height
adjustments.

Let you watch in comfort wherever you are
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Mobile Casting Family Life Screen
Play games with family and friends watch TV, live

streaming, etc

Support Apple system and Android system
Dual microphone, noise reduction more sensory
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Specifications

CPU

RK3588 Quad core cortex Ab5+Quad core cortex A76

RAM

4GB Optional 8GB

Internal memory

32GB Optional 64GB

Operation system

Android 12

Panel Size

32'L.CD

Panel Type

IPS

Resolution

1920*1080

Display Colors

16.7M Colors

Color Gamut

SRGB 99%

Display mode

Normally black

Viewing angle

89/89/89/89(L/R/U/D)

Contrast ratio

1000:1

Luminance

250cdm2

Aspect Ratio

16:9

Response Time

14ms

Back-light Type

Eled

Model Type

In cell touch

Number of points

10-Point

Interface for touch

HID-USB

WiFi

802.11b/g/n/ajac/ax _(WiFi 6)

Network Ethernet

100M/1000M

Bluetooth

Bluetooth 5.0

Power Jack

DC power input

MIC IN

External microphone input

Earphone Output

3.5mm earphone output

Type-c

Full Function ( Except for charging function )

SIM Slot

Optional 4G/5GModule

Interface

USB Host or USB touch

Standard USB Host

USB

UsB 3.0

USB

UsB 3.0

HDMI IN

Support HDMI 2.0

RJ45

Ethernet interface

Earphone

3.5mm earphone

Video format

MPEG-1,MPEG-2,MPEG-4,H.265,H.264,H.263,VC-1,VP8,VP9,MVC,AV], etc. max support up to8K@60fps

Media plays |Audio format

MP3/WMA/AAC/WAV/OGG, etc

Photo

Product Colors

peqg/png/ gif.etc

white/Black

VESA

100mm*100mm

Button

Power/Vol+/Vol-

Speaker

40*6W*2

Microphone

Built in dual Microphone, Support noise reduction and echo cancellation

NFC

Optional, 13.56MHz _ISO14443A/1S014443B/ISO 15693/ Mifare classic/Sony felica

G-sensor

Support 90 degre:

Camera

Optional External USB type camera ( 2.0MPor 5.0MP )

Language

Multi-language

Certificates

CE/FCC

Power Type

Adapter

Input Voltage

DC 18V/4A

Power consumption

<30W

Standby

Standby<0.5W

Built-in battery ca

pacity

14.8V/5000MA

Full battery life

2.5H

Indicator light mode

Powen on (RED)

Complete

Size (L*W*H)

733.4*432*37mm

machine

Weight (Without pack)

6.98KG

Size (L*W*H)

TBD

Weight (Without pack)

TBD

Construction

Rechargable battery capacity

7800ma/h

Titing (Foworditit-Lean bock)

-5 ~20°

Rotating( Clockwise )

90°

Function Turning (Left and Right )

-15- ~ 16°

Lifting (up-down)

180mm

Working

Storage Temperature

-20C---60

Surrounding  |Working Temperat

ure

0'C---4% 10~90%RH

Adapter

Adapter,18V/4A

Accessories User manual

yes
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